110 South 1200 West ) '[ INDICATING
Lindon, Utah 84042 L] FLUIDS
N Phone (801) 785-1114 Fax (801) 785-4333
MODEL SP. TEMP
NUMBER DESCRIPTION GRAVITY COLOR RANGE CHARACTERISTICS
. 35°F Mineral Seal Qil Mixture
R827 R | 827 R
. g ed 125°F Non-Corrosive
3 Identical to Water, Good Hysteresis
G1000 Green 1.000 Green 35°F _ , :
Concarirate 125°F Non Corrc_:swe to Stainless Steel
and Aluminum
Unity Oil 20°F Designed for Use in Conditions where
R100 y 1.00 Red 110°F water is Unsuitable
. 0°F Corrosive to Aluminum and Brass at Higher
Y120 Yellow Ol 1.20 Yellow 150° F Temperature Range
. -70°F Non-freezing
B175 S 1.75 Blue 150°F Distinct Interface with Water
. r Corrosive to Steel
R295 Red Fluid 2.95 Red = E Non-Toxic
110 Distinct Interface with Water
i Meets and Exceeds Triple Distilled,
CA3000 Mercury 13.54 Silver ‘300 F NF and Reagent Grades.
2007F Distinct Interface with Water
TO ORDER:
AVAILABLE CONTAINER SIZES
Nhlfl(:ﬂ[:!ihl DESCRIPTION
4 ounce 15 ounce Pint Quart Gallon Pound
R827 Red Qil ® ] ® @
G1000 Green concentrate [ ] ®
R100 Red OQil @ ® L3 @
Y120 Yellow Oil @ [ ] [ ] -]
B175 Blue Fluid ® [ ]
R295 Red Fluid
CA3000 Mercury
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